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Product leaflet

The SR 905 is a remote filter holder that, together with half mask SR 900 and breathing hose SR 951 or SR 952, is 
included in the Sundström respiratory protective device systems conforming to EN 12083. The remote filter holder 
is to be equipped with filter(s). The air is inhaled through the filter and breathing hose to the half mask.
The SR 905 is intended to be used in the same environments as a Sundström half mask SR 900. This gives you 
greater freedom of movement, less weight, and the half mask will be smaller to its size, which makes it possible 
to use under visors. 
Filters to the SR 905 is the same approved filters from Sundström filter range that is used together with half mask 
SR 900.
The belt attachment mounts in the users own belt. Other belt options are available as accessories.
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Product  Model No.  Ordering No.
Remote filter holder SR 905 T01-3002 

Product Description

Technical specification

SR 905 EN 12083

Material PC/ABS -

Weight, complete system:  
SR 905 + SR 951 + SR 900 523 g -

Weight, complete system:  
SR 905 + SR 952 + SR 900 590 g -

Pressure drop, SR 905 + SR 951 
and P3-filter at 30 l/min 50 Pa 120 Pa1

Pressure drop, SR 905 + SR 951 
and P3-filter at 95 l/min 185 Pa 420 Pa1

Pressure drop, SR 905 + SR 952 
and P3-filter at 30 l/min 50 Pa 120 Pa1

Pressure drop, SR 905 + SR 952 
and P3-filter at 95 l/min 190 Pa 420 Pa1

Service temperature -10 – +55 °C, < 90 % RH -

Storage temperature -20 – +40 °C, < 90 % RH -

Approval EN 12083 -
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1) According to EN 143:2000
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A. Half mask SR 900
B. Hose SR 951
C. Twin hose SR 952
D. Remote filter holder SR 905
E. Belt
F. Filter part
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